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Reinforcement for soft 
ground on airfields

Contact:

S2T Grass Reinforcement
Im Holderbett 31

D-73773 Aichwald
Germany

Tel. +49 (0)711 3650252
Fax +49 (0)711 3650253

info@s2t-perfo.com

www.s2t-perfo.com



Ideal for providing a firm surface on grass
runways, taxiways, helipads and parking areas

See www.perfo.co.uk for further details

or contact

S2T Grass Reinforcement
125 High Road, North Weald
Epping, Essex, CM16 6EA

United Kingdom
Tel. +44 (0)1992 522 797
Fax +44 (0)1992 878 176

info@perfo.co.uk

▪ durable, all weather surface prevents rutting
▪ increased flying season and revenue
▪ safer, more secure take-off and landing surface
▪ secure interlocking tiles prevent standing edges
▪ tiles do not rot, UV and frost resistant
▪ 75% closed surface distributes load & reduces mud build-up
▪ grass grows back through the tiles within weeks, preserving 

the character of grass airstrips
▪ tiles allow water to pass through them. Natural drainage 

maintained. High surface contact area & load distribution
▪ planning permission not usually required
▪ self-anchoring – no additional materials or fixing required
▪ airfield's own labour force can install the system in a short 

time
▪ tiled matting can often be installed into an unprepared soft 

grass surface using a vibrating roller or compacter plate
▪ tiles can be removed later, if required
▪ low cost when compared to alternative surfacing options
▪ marker tiles for centreline, thresholds and boundaries

Easy to install in 
3 simple steps

Transforms soft ground 
into a stable base

Grass grows back 
through the tiles



SS22TTGGRRAASSSS
RREEIINNFFOORRCCEEMMEENNTT

Interlocking tile system 
for reinforcing soft ground

Contact:

S2T Grass Reinforcement

125 High Road
North Weald

Essex CM16 6EA
Tel. +44 (0)1992 522 797
Fax +44 (0)1992 610 725

info@perfo.co.uk

www.perfo.co.uk
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Further details available at: 
www.s2t-perfo.com 

 

Contact: 
S2T Grass Reinforcement 

 
Im Holderbett 31 

D-73773 Aichwald 
GERMANY 

Tel. +49 (0)711 3650252 
Fax +49 (0)711 3650253 

info@s2t-perfo.com 
  

Interlocking ground reinforcement system 
Ideal for tracks, green field parking, campsites 

▪ durable, all weather surface which prevents rutting 
▪ can be rolled into unprepared soft grass surface 
▪ secure interlocking tiles prevent standing edges 
▪ textured surface for improved traction 
▪ excellent load bearing and weight distribution properties 
▪ can withstand loads of up to 100 tonnes/m² once laid 
▪ grass grows back through the tiles in a short time, 

preserving the character of the environment 
▪ tiles allow water to pass through them. Natural drainage 

maintained 
▪ installation into a crushed stone layer also possible 
▪ planning permission not required for many applications 
▪ straightforward installation using roller or compactors 
▪ quick to install yourself or with local contractors  
▪ tiles can be removed later, if required 
▪ no splintering or risk of injury 
▪ low cost when compared to alternative options 
 

Easy to install in  
3 simple steps 

Transforms soft ground 
into a stable base 

Grass grows back  
through the tiles 



PERFO Ground Reinforcement 

Helicopter Landing Areas 

www.perfo.co.uk     /     www.s2t-perfo.com 

 

 

PERFO-AK (exhibition demo GB) 

 

 

PERFO-AK+ (USA) 



PERFO Ground Reinforcement 

Helicopter Landing Areas 

www.perfo.co.uk     /     www.s2t-perfo.com 

 

PERFO-SD (Poland) 

 

 

PERFO-AK+ (USA) 



PERFO-AK Anchor Tiles 
Reinforced Grass Parking Area 

Stow Maries Aerodrome, United Kingdom 
 

www.perfo.co.uk / www.s2t-perfo.com 

 

 

 

During installation directly into the existing grass surface 

 

 

 

A few months later 

 



PERFO-AK Anchor Tiles 
Reinforced Grass Parking Area 

Stow Maries Aerodrome, United Kingdom 
 

www.perfo.co.uk / www.s2t-perfo.com 

 

 

 

During installation directly into the existing grass surface 

 

 

 

A few months later 

 



PPEERRFFOO--SSDD  
SSttaannddaarrdd  GGrroouunndd  RReeiinnffoorrcceemmeenntt  TTiilleess  

www.perfo.co.uk / www.s2t-perfo.com 
S2T Group 
Nov. 2011 

 
Technical Specifications 

 
Material: PE / PP 
  
Colour: Black 
  
Closed surface area (load bearing): 75% 
  
Surface texture: raised points for grip 
  
Load bearing capability: approx. 60 tonnes/m²* 
 * depending on ground conditions and preparation 

Dimensions (individual tile)** 405 x 405 x 37 mm  
**not including connecting lugs (4 element combi-tile) 

Weight per tile: approx. 900 g 
 
Dimensions as supplied  
(made-up section): 

121 x 121 cm 
3x3 four element combi-tiles 

  
Area per made up section approx. 1.47 m² 
  
Weight per made-up section: 8.1 kg 
  
No. of sections per pallet: 55 
   
Total surface area per pallet: approx. 80 m² 
  
Weight per pallet: approx. 460 kg 
  
Height per pallet: approx. 220 cm 
  
Resistant to oil, solvents, salt water, 
most acids. 

 

  
UV and frost resistant  
  
Does not rot  

 
Single element tiles with dimensions 200x200x37mm  
are available on request 
 
Non-perforated white tiles for marking purposes, 
eg. to demarcate parking bays or for centre-lines 
are also available on request. 



PPEERRFFOO--AAKK  
AAnncchhoorr  TTiillee  

www.perfo.co.uk / www.s2t-perfo.com 
S2T Group  
Nov. 2011 

 
Technical Specifications 

 
Material: PE 
  
Colour: Black 
  
Closed surface area (load bearing): 100% (50% + 50%, in two tiers) 
  
Surface structure: raised profile for grip / drainage channels 
  
Load bearing capability: up to 100 tonnes/m²* 
 * depending on ground conditions and preparation 

Dimensions (individual tile)** 300 x 300 x 75 mm  
**not including connecting lugs   
Weight per tile: approx. 515 g  
  
Dimensions as supplied  
(made-up section): 

121 x 91 cm 
3 x 4 Perfo tiles 

 

   
Area per made-up section: approx.  1.10 m²  
   
Weight per made-up section: approx. 6.2 kg    
   
No. of sections per pallet: 50  
   
Total surface area per pallet: approx. 55 m²  
   
Weight per pallet: approx. 320 kg  
   
Height per pallet: approx. 225 cm  
  
Resistant to oil, solvents, salt water, 
most acids. 

 

  
UV and frost resistant  
  
Does not rot  

 
 
 
Non-perforated white tiles for marking purposes, 
eg. to demarcate parking bays or for centre-lines 
are also available on request. 



PPEERRFFOO--AAKK++  
AAnncchhoorr  PPlluuss  TTiillee  

www.perfo.co.uk / www.s2t-perfo.com 
S2T Group  
Sep. 2014 

 
Technical Specifications 

 
Material: PE 
  
Colour: Black 
  
Closed surface area (load bearing): 100% in two tiers with vertical drainage slots 
  
Surface structure: 
 
Reinforced interlocking system: 

raised profile for grip / drainage channels 
 
addition bracing to withstand high spot loads 

  
Load bearing capability: up to 100 tonnes/m²* 
 * depending on ground conditions and preparation 

Dimensions (individual tile)** 400 x 400 x 60 mm  
**not including connecting lugs   
Weight per tile: approx. 920 g  
  
Dimensions as supplied  
(made-up section): 

120x80 cm 
3 x 2 Perfo tiles 

 

   
Area per made-up section: approx.  0.96 m²  
   
Weight per made-up section: approx. 5.5 kg    
   
No. of sections per pallet: 47  
   
Total surface area per pallet: approx. 45 m²  
   
Weight per pallet: approx. 280 kg  
   
Height per pallet: approx. 225 cm  
  
Resistant to oil, solvents, salt water, 
most acids. 

 

  
UV and frost resistant  
  
Does not rot  

 
 
 
White tiles for marking purposes, eg. to  
demarcate parking bays or for centre-lines 
are also available on request. 



PPEERRFFOO--MMWW  
WWhhiittee  MMaarrkkeerr  TTiilleess  

www.perfo.co.uk / www.s2t-perfo.com 
S2T Group 
Sep. 2012 

 
Technical Specifications 

 
Material: PE / PP 
  
Colour: White (standard)          other colours available 
  
Closed surface area (load bearing): 100% 
  
Surface texture: raised points for grip 
  
Load bearing capability: approx. 60 tonnes/m²* 
 * depending on ground conditions and preparation 

Dimensions (individual tile)** 200 x 200 x 37 mm  
**not including connecting lugs  
Weight per tile: approx. 900 g 
 
Dimensions as supplied  
(made-up section): 

121 x 121 cm 
6x6 elements = 36 pcs. 

  
Area per made up section approx. 1.46 m² 
  
Weight per made-up section: 8.1kg 
  
No. of sections per pallet: 55 
   
Total surface area per pallet: approx. 80 m² 
  
Weight per pallet: approx. 460 kg 
  
Height per pallet: approx. 220 cm 
  
Resistant to oil, solvents, salt water, 
most acids. 

 

  
UV and frost resistant  
  
Does not rot  

 


